D-240/241

SERVICE MANUAL

AEP Model
UK Model

D-240/247

US Model
E Model
Australian Model

D-240/247 are almost same as D-245.
This manual contains only the points which differ from D-245.
However specification, accessories and packing materials
are all listed.

Please refer for D-245 service manual (9-960-246-[I0) for the

System
Compact disc digital audio system
Laser diode properties
Material: GaAlAs
Wavelength: A =780 nm
Emission duration: Continuous
Laser output: Less than 44.6 pW (measured at
200 mm away from the objective lens surface)
Error correction
Sony Super Strategy Cross Interleave Reed
Solomon Code
D-A conversion
1-bit quartz time-axis control
Frequency response
20 - 20,000 Hz *}dB (measured by EIA] CP-
307)
Output (at 4.5 V input level)
Headphones (stereo minijack)
15 mW + 15 mW at 16 ohms
Line output (stereo minijack)
Output level 0.7 V rms at 50 kilohms
Recommended load impedance over 10
kilohms

MICROFILM

D-247
information not contained in this manual.
Model Name Using Similar Mechanism D-232/235
CD Mechanism Type KSM-331CAN (S)
Optical Pick-up Name KSS-331C

SPECIFICATIONS

General

Power requirements
* Rechargeable battery: 2.4 V DC
* Two LR6 (size AA) batteries: 3 V DC
¢ AC power adaptor (DC IN 4.5 V jack):

‘Where purchased Operating voltage

European and Asian model 220V — 230V 50Hz

USA, Central and

South American model 120v 60Hz

Middle Eastren model 110V — 240V 50/60Hz

UK and Australian model 240V 50Hz

Model for other countries 100V — 240V 50/60Hz

Dimensions (w/h/d) (without projecting parts
and controls)
Approx. 130 x 30.5 x 142 mm
(5 %x1%x5 %in.)
Mass (without rechargeable battery)
Approx. 270 g (9.6 0z)
Operating temperature
5°C - 35°C (41°F - 95°F)

Supplied accessories
D-240
Stereo headphones (1)
Carrying case* (1)
*U.K. model only

D-247
AC power adaptor (1)
Connecting cord (Phone plug x 2 ¢ Stereo
miniplug) (1)
Stereo headphones with remote control (1)
Rechargeable battery BP-DM10 (1)
Carrying case (1)**
* Not supplied with European and U.K.
model
** Not supplied with U.S. and European
model

Design and specifications are subject to change
without notice.

COMPACT DISC COMPACT PLAYER
SONY.
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1. DIFFERENCE PARTS LIST

NOTE:

® Color Indication of Appearance Parts ® Abbreviation
Example: JE: Tourist
KNOB, BALANCE (WHITE) . . . (RED) 240: D-240

1 ? 247: D-247
Parts Color  Cabinet’s Color
D-245 D-240/247
Page | Ref. No. Part No. Description Part No. Description
4-972-733-01 | LID, UPPER (GRAY) (EXCEPT JE)
4-972-733-11 | LID, UPPER (BLUE) (AEP, UK)
4-972-733-21 | LID, UPPER (METALLIC BLUE) (JE)
95 1 4-972-733-31 | LID, UPPER (METALLIC GRAY) (JE) e
Em— 4-972-733-41 | LID, UPPER (METALLIC GRAY) (247)
4-972-733-51 | LID, UPPER (METALLIC BLUE) (247)
4-972-733-61 | LID, UPPER (GRAY) (240)
—_— 4-972-733-81 | LID, UPPER (GOLD) (247)

2. ACCESSORIES & PACKING MATERIALS

NOTE:

e Jtems marked “ ” are not stocked since they ® Abbreviation The components identified by mark
are seldom required for routine service. Some E13: 220-240V AC Area 240: D-240 A or dotted line with mark A are
delay should be anticipated when ordering E33: 100-240 V AC Area 247: D-247 critical for safety.
these items. E92: 120V AC Area Replace only with part number

AUS: Australian specified.
Ref. No. Part No. Description Remark Ref. No. Part No. Description Remark
A 1-467-007-21 ADAPTOR, AC (AC-E455) (247:AUS) 3-800-120-31 MANUAL, INSTRUCTION (FRENCH) (247:AEP)
A 1-467-008-11 ADAPTOR, AC (AC-E455D) (247:AEP, E13) 3-800-120-41 MANUAL, INSTRUCTION (DUTCH) (247:AEP)
A 1-467-009-11 ADAPTOR, AC (AC-E455) (247:US, E92) 3-800-120-51 MANUAL, INSTRUCTION (SWEDISH) (247:AEP)
A 1-467-013-11 ADAPTOR, AC (AC-E455) (247:UK)
A 1-467-550-11 ADAPTOR, AC (AC-E455A) (247:E33) 3-800-120-61 MANUAL, INSTRUCTION (PORTUGUESE) (247:AEP)

BB

9-960-287-11

1-467-735-41 REMOTE COMMANDER (RM-DM19) (247:EXCEPT US)
1-528-444-11 BATTERY PACK (BP-DM10) (247:UK, E, AUS)
1-528-444-31 BATTERY PACK (BP-DM10) (247:US)
1-528-444-81 BATTERY PACK (BP-DM10) (247:AEP)
1-558-145-32 CORD, CONNECTION (247:US, E, AUS)

1-569-007-11 ADAPTER, CONVERSION 2P (247:E33)
1-569-008-11 ADAPTER, CONVERSION 2P (247:E13)
3-798-801-11 MANUAL, INSTRUCTION (SPANISH) (240:AEP)
3-798-801-21 MANUAL, INSTRUCTION (ENGLISH) (240, 247:US)
3-798-801-31 MANUAL, INSTRUCTION (FRENCH) (240:AEP)

3-798-801-41 MANUAL,
3-798-801-51 MANUAL,
3-798-801-61 MANUAL,
3-798-801-71 MANUAL,
3-798-801-81 MANUAL,

INSTRUCTION (DUTCH) (240:AEP)
INSTRUCTION (SWEDISH) (240:AEP)
INSTRUCTION (PORTUGUESE) (240:AEP)
INSTRUCTION (GERMAN) (240:AEP)
INSTRUCTION (ITALIAN) (240:AEP)
3-800-120-11 MANUAL, INSTRUCTION (SPANISH)
(247: AEP, E33, E92)

INSTRUCTION (ENGLISH)

(247: AEP, UK, E33, E92, AUS)

3-800-120-21 MANUAL,

Sony Corporation
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3-800-120-71 MANUAL,
3-800-120-81 MANUAL,
3-800-158-11 MANUAL,
3-800-158-21 MANUAL,

INSTRUCTION (GERMAN) (247:AEP)
INSTRUCTION (ITALIAN) (247:AEP)
INSTRUCTION (CHINESE, KOREAN) (247:E13)
INSTRUCTION (ENGLISH) (247:E13)

4-965-709-01 LABEL, COUNTRY OF ORIGIN (247:E33, E92)
4-974-087-01 CUSHION (247:E)

4-974-219-01 CASE, CARRYING (240:UK, 247:UK, E, AUS)
4-975-150-01 INDIVIDUAL CARTON (247:US)
4-975-151-01 INDIVIDUAL CARTON (247:AEP, UK)

4-975-152-01 INDIVIDUAL CARTON (247:E)
4-975-153-01 INDIVIDUAL CARTON (247:AUS)
4-975-176-01 INDIVIDUAL CARTON (240)
4-976-358-01 CUSHION (247:US)

8-953-100-90 HEADPHONE MDR-24D//K SET (247:US)

8-953-537-91 HEADPHONE MDR-E741MP//K1 SET
(247:EXCEPT US)
8-953-538-91 HEADPHONE MDR-E741//K1 SET (240)
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